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Standard Features Optional Features

Section Properties

Deck 
Gage

Deck 
Weight

Base Metal 
Thickness

Yield 
Strength

Effective Moment 
of Inertia

at Service Load
Id = (2Ie+Ig)/3 

Effective Section 
Modulus at 
Fy = 50 ksi Design Moment

Vertical 
Web 

Shear

wdd t Fy Id+ Id- Se+ Se- øMn+ øMn- øVn

(psf) (in.) (ksi) (in4/ft) (in4/ft) (in3/ft) (in3/ft) (lb-ft/ft) (lb-ft/ft) (lb/ft)

20/20 3.4 0.0358/0.0358 50 1.457 1.082 0.543 0.465 2036 1744 3777

20/18 3.9 0.0358/0.0474 50 1.542 1.151 0.571 0.512 2141 1920 3777

18/20 4.1 0.0474/0.0358 50 1.837 1.398 0.853 0.670 3199 2513 6628

18/18 4.5 0.0474/0.0474 50 1.965 1.477 0.866 0.715 3248 2681 6628

18/16 5.0 0.0474/0.0598 50 2.078 1.578 0.864 0.798 3240 2993 6628

16/18 5.2 0.0598/0.0474 50 2.359 1.819 1.142 0.917 4283 3439 9312

16/16 5.7 0.0598/0.0598 50 2.496 1.931 1.159 1.002 4346 3758 9312

3VLP CELLULAR ACOUSTICAL COMPOSITE DECK
• 3VLPA Deck used with TSWs or BPs
• 3PLVLPA Deck used with PunchLok® II System

• ASTM A653 SS GR50 Min., with G60
• Standard lengths – 6’-0” to 42’-0”
• IAPMO UES ER-0652 and UL Listed
• Tables conform to ANSI/SDI C-2017

Nominal Dimensions

NOTICE: Design defects that could cause injury or death may result from relying on the information in this document without independent 
verification by a qualified professional. The information in this document is provided “AS IS”.  Nucor Corporation and its affiliates expressly 
disclaim: (i) any and all representations, warranties and conditions and (ii) all liability arising out of or related to this document and the information 
in it.

Design Reactions at Supports Based on Web Crippling, øRn (lb/ft)
Bearing Length of Webs

One-Flange Loading Two-Flange Loading

Deck
Gage

End Bearing Interior Bearing End Bearing Interior Bearing

1½" 2" 3" 4" 4" 8" 1½" 2" 3" 4" 4" 8"

20/XX 780 855 980 1085 1668 2065 792 851 948 1031 1975 2481

18/XX 1324 1444 1645 1814 2798 3504 1473 1573 1742 1883 3389 4314

16/XX 2049 2226 2521 2771 4291 5324 2430 2585 2845 3065 5275 6656
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• Inquire regarding cost and lead times for:
 -Short Cuts < 6’-0”
 -Sheet Lengths > 42’-0”
 -Alternative metallic finishes

Plant
Cover
 Width

Pan Connection 
Method 

VNY 24” Flush Rivets (Underside)

VNE 36” Resistance Welds
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