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VISION  

Accentuate the sleek lines 
of Dovetail deck with factory 
applied standard white finish 
paint or the custom color of  
your choice. 
 
 
 

Follow your vision, choose any 
color or texture imaginable  
with the field applied finish  
paint system of your choice  
on Dovetail deck. 
 
 
 
 

Capture the industrial-retro  
feeling with an exposed metallic 
G-90 finish on Dovetail deck. 

Protect the Dovetail deck  
in natatoriums and other  
demanding (harsh, humid, 
corrosive) environments. 

SPECIFY  

Enhanced 2-coat  
polyester paint 
 
 
 
 
 
 

Primer Paint 
 
 
 
 
 
 
 
 

G90 Galvanized 
 
 

Tnemec or  
Sherwin-Williams 
field applied coatings 
with Enhanced 2-coat 
polyester paint 

SOLUTION  

Enhanced 2-Coat polyester paint is factory applied  
to chemically cleaned and pre‐treated G90 galvanized 
steel prior to roll forming steel deck. Select from 
manufacturer’s standard off‐white (Sherwin-Williams 
PMW7512) or a wide range of custom colors.  
Deck is packaged to protect factory applied finish 
during shipment. Color-matched aerosol touch-up  
paint is available. 

Factory applied oven-cured polyester primer 
paint on chemically cleaned and pre-treated G90 
galvanized steel ensures a high quality finish. Primer 
paint provided in manufacturer’s standard off-white 
color. This paint is intended to be field coated. It is 
recommended that compatibility of field applied finish 
paint with factory applied primer paint be established 
prior to application of finish paint system. 
 

ASTM A653 SS Grade 40 (min.) steel  
with G90 galvanized coating. 
 

The High Performance Paint solution utilizes the 
factory applied Enhanced 2-Coat polyester paint  
in combination with field applied Tnemec or  
Sherwin-Williams finishes designed specifically for 
demanding (harsh, humid, corrosive) environments. 
Contact us for suggested field finish specifications.
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